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2026 RULES AND REGULATIONS 

• The Peanut Fest Demolition Derby is promoted as an unusual spectator attraction. In the 
interest of safety, Drivers and Mechanics are subject to, and must obey, the following rules 
and regulations which are set up by the promoter and the track where this event is being 
held: 

• Each driver must fill out an entry blank. All drivers must supply their own cars, only one 
entry per person, per class. 

• Proof of ownership may be required on each car entered. 
• All drivers and/or pit personal 16 to 17 years of age must have a release signed by his/her 

parent or guardian. No one under 16 years of age can drive or be in the pit area. 
• The Suffolk Peanut Festival reserves the right to approve or reject any or all entries. 
• All participants must sign the release sheet and receive a pit pass to be permitted in the pit 

area or on the track. 
• Only drivers will receive a free pit pass upon registration of a car on the day of show. All 

other pit passes must be purchased. 
• No consumption of alcoholic beverages on track, emergency vehicle area or in the pit area. 

Any driver or pit person under the influence of alcohol or drugs will be immediately 
disqualified and removed from the grounds. 

• Any driver or crew member disobeying the rules will cause his or her car to be disqualified. 
• Unsportsmanlike conduct will not be tolerated and will be grounds for disqualification and 

barring from future events. Drivers are responsible for the actions of their crew members. 
• The event promoter; Suffolk Festivals, Inc.; City of Suffolk; and/or festival volunteers will not 

be held responsible for any cars, parts or personal property before, during or after the show. 
• Car and drivers must sign in at registration desk at least one hour prior to show time or a 

$20.00 fine will be imposed for late arrivals. 

TOWING AND TRANSPORTING CARS 

• Towing and transporting Event Vehicles to and from race locations must meet highway 
safety codes (including proper light controls, safety chains, low bars, towing trailers, etc.) 

• PREPARATION OF CAR (Remove following before arriving at festival grounds or track.) 

2026 FANCY CLASS 

EACH DRIVER AND MECHANICS 
HAVE AN OBLIGATION TO READ THE 

RULES FOR THEIR BEST INTEREST 
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• Drivers must be 16 years of age or older. Drivers under the age of 18 must have a 
parent/guardian signature and be notarized. Proof of age and ID may be requested and must 
have documentation on hand if requested. No passengers allowed. 

• Cars must be completely stripped clean and done so prior to the show. No interior or any 
other flammable materials may be present. All wagons must remove roof racks and interior 
decking. All glass must be removed and swept clean. Original full tanks must be removed. 

• Absolutely no spray foam anywhere. 
• Cars must always have a working seat belt and brakes. 
• One battery only Battery and fuel cell must be moved to the driver’s compartment. 
• Drivers must have a DOT helmet, long pants, eye protection, closed-toed shoes and we 

highly recommend a fire suit/jacket or long sleeves 
• The driver is the only one allowed in tech, no one else is allowed. We will give you a piece of 

paper with everything written down for you to take back with you to show your crew. You 
must have your paper with you for re-tech. Will have two times through tech. 

• All rules are to the interpretation of the officials. If unsure of a rule call or text to get 
clarification so you understand what we want. We reserve the right to drill, scope, unbolt 
anything we feel could potentially be hiding something. 

• GENERAL RULES AND CAR PREPARATION 
• Any year passenger cars permitted except for the following. No specialty vehicles, checker 

cabs, limos, hearses, trucks, 4WD vehicles or 1973 and older imperials 
• All cars fresh or pre-run must follow these rules and be changed to our rule format. We will 

not change the rules to fit your car; you must change your car to fit our rules. Every car will 
be inspected. 

• All added welds must be max ½” width and ¼” height. Repair plates, tilting, bumper plates, 
shocks brackets, etc. Must also have at least 1” gap between all plates. 

• Any factory part can be interchanged if the car is permitted to run this class. 
• This must be a factory stock bolt on part and that could be purchased from a parts store. 
• May remove metal but cannot add back or weld to make it work, must only bolt in a factory 

manner. Don’t abuse this or try to read into it somehow. 
• There shouldn’t be any questions or misunderstanding. All Inspection decisions are final 

and we reserve the right to refuse any car or driver. 

FRAME 

• Frame must be absolutely 100% stock; no welding anywhere will be permitted unless 
otherwise stated. 

• No frame shaping, tilting, cold bending or any other kind of framework allowed. 
• Cars may be dimpled in two places per rail behind the rear axle. 
• Unibody cars still have frame rails, follow the frame building rules accordingly. 
• If your car needs a new stub or frame rail you may only replace it with the same year, make, 

and model. This is for pre runs only and must follow the following guidelines: 
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• No metal may be added 
• All metal must be welded together without overlapping the materials 
• No weld can be more than ½” width and ¼” height 
• Must be put back as it would be from the factory 
• No fresh undercoating or painting of frames. Over spray is considered paint. If found, you 

will be required to remove it. 
• No seam welding. If found to be welded, you will be forced to torch, grind, or cut out the 

weld the entire length. 
• The rear frame section must not be shortened. Behind the rear end of car, you are permitted 

1 double strand of 9 wire, or you may use a standard ⅜” chain, must wrap around frame or 
go through a factory hole in one spot, no metal may be added to frame. 

• Sway bar must be 100% factory on both the frame and A arm. 
• May shorten front frame to front edge of core support hole 
• If it is a weld on mount leave the remaining portion of the body mount in place. If you 

remove the body mount completely or relocate it, you will not run. 
• No seams on mount may be rewelded 
• If your car does not have a weld on mount may only shorten to 1” in front of factory core 

support hole 
• If the car is fresh or pre-run you are only allowed 4 plates, 2 per rail. 4”x4”x¼” 
• Square, round, parallelogram allowed, only external on frame 
• Must have a 1” gap between all plates and ½” wide weld max 
• May have 8 spots of double strand 9 wire from sheet metal to frame or to cage 
• Plates are not allowed to tie any engine cradles, block savers, or transmission 

crossmembers into frames. 

BUMPERS 

• Use bumper rules for the front and rear of the car unless specified otherwise. 
• Any factory loaded seam welded automobile bumper may be used, 
• No pointy or slanted bumpers allowed on rear of vehicle; this goes for factory Chrysler or 

pointy replicated bumpers 
• OEM bumper, loaded/homemade, replica or similar aftermarket bumpers allowed 
• Homemade bumpers must not exceed 8”x8” with a 4” point over a 32” spread 
• Rear bumpers must be a minimum of 5” on back surface 
• Bumper height restrictions 
• Front bumper height must be a maximum of 22” to bottom of the bumper 
• Rear bumper height must be minimum of 15” to bottom of the bumper 
• All fresh or pre-run cars must meet bumper height requirements 
• Bumpers may be hardnosed and welded only to the frame, nothing else. No sliding bumper 

over or inside of the frame or subframe rails. If hardnosed factory shock or bracket must be 
removed. 
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• May use a 6”x6”x¼” plate welded to end of the frame to make a flat mounting surface. 
• Must be welded in between frame and bumper and no folding over plate onto the frame. 
• If bumper shock or bracket is used it must be in factory form and location. Must be from 

that specific car type and year and bolted only. No welding is allowed on the shock/bracket. 
• If you are unable to weld your bumper on, you may wire, chain, or bolt your bumper on and 

you may leave the shock. This is for the cars that the bumper was not welded only. 
• You are allowed two spots of double strand 9 wire or 3/16” chain from bumper to sheet 

metal only. May use a standard 1” washer welded to keep sheet metal from ripping. 
• At the front bumper it may only go around core support, must not be wrapped through hood 

or around front core support mounts 
• At the rear bumper it may only go from bumper to trunk lid must only be to sheet metal 

STEERING and SUSPENSION 

• Front suspension may be locked down by using a maximum of 2 - 2”x4”x ¼” plate on each 
upper A arm only. 

• Any factory 5 lug car rear end permitted. No watt’s conversions. May use factory or 
aftermarket brackets from one rear end to another to make it work, do not abuse this to 
strengthen the rear end. No back braces or axle savers of any kind. Pinion brakes are 
allowed but no other bracing or additional metal may be added. 

• Spring risers or strut spacers allowed but 3” maximum. These must bolt in and not reinforce 
anything. Springs may be wired top and bottom simply to keep in place. 

• Factory leaf spring cars cannot be altered in any way. May use 6 homemade or aftermarket 
clamps, 6 per side, 3”x2” and 5/16” bolt maximum. 

• You may set your rear height by chaining it down. Chains cannot be welded and can only 
wrap around frame in one location on each side, maximum ⅜” chain. Remember your 
bumper height restrictions. 

• 2003 and newer FORD must use factory rack and pinion, OEM only. No truck or any other 
racks allowed. Must use this along with the factory aluminum cradle.  No steering box 
conversions allowed. 

• Stock or aftermarket steering column allowed. No hydro steering. 
• Only stock tie rods are allowed. May interchange from cars permitted to run in this class. 

BODY 

Body Mounts 

• Changing of body mounts will be permitted. Must have a 1” gap between the body and 
frame throughout the entire length of the car. Must be a rubber spacer of some type and be 
no larger than 3”. Body bolts ⅝” maximum and must be installed like factory. 

• Washers must also be a maximum of 3” on the inside of the frame and body. 
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Doors 

• Driver's door only may be welded solid. Inner and outer door skins are permitted on the 
driver's door only. This is for driver safety and must not go past door seam more than 3”. 

• All other doors may be wired or chained, one of the two options only. Using the 5” on 5” off 
method per door. None of which are allowed to attach, go around or through the frame. One 
double strand of 9 wire or 3/16” chain and may use a standard 1” washer welded to keep 
sheet metal from ripping 

Sheet Metal 

• No body modifications. Must remain stock unless otherwise stated. 
• All rust repairs must be approved. If approved can only overlap by 1” and only be stitched 

welded back. This must be the exact same size as OEM sheet metal       (NOT ⅛”) Don’t 
abuse, or it will be removed. Fixing of sheet metal is limited to doors, roof, and 

• floor pans within the driver’s compartment. No sheeting of quarters or fenders on cars. 
• Sun or moon roofs must be covered using no larger than ⅛” sheet metal. 
• Front fenders and rear quarter panels are allowed to be creased. You may also cut wheel 

wells for tire clearance. Wheel wells may only be bolted back together using up to 
• 5 - ⅜” standard bolts, nuts, and washers. 
• No rolling your fenders and welding them. You may wrap or fold your fenders around the 

front of the core support and bolt together but, you must not exceed 5 - ⅜” standard bolts, 
nuts, and washers. 

Trunks/Tailgates 

• Trunks, tailgates, and speaker decks must remain in factory upright height and position 
above rain channels. These must also be factory trunks and tailgates for the type of car you 
are running. 

• A simple tuck or dish is allowed. No wedged cars allowed pre-run or fresh. Tuck or dish 
must not connect to the trunk floor pan. Dished trunks cannot be any more than 6” beyond 
the factory vertical height of rear quarters and must have two 5”x5” holes in the trunk lid. 
May bolt back together with 8 - ⅜” standard bolt, nut and washers. 

• Trunk lid or tailgate may be wired, chained, but must only choose one method.  None of 
which are allowed to attach, go around, or through the frame. If wired or chained only 8 
spots per trunk seam. One double strand of 9 wire or 3/16” chain and may use a standard 1” 
washer welded to keep sheet metal from ripping. 

• If your car is a pre-run and your quarters are folded over, you must attempt to bring them 
back up to factory location. Rear quarters may be creased but tops must remain in upright 
factory position. You may roll the bottoms of quarters up but must not bolt back 

• to the body or be in between the frame. 
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Hoods 

• Hoods must remain open for tech, or we will not inspect your car. 
• Hoods must have a minimum 12”x12” hole in it for fires. It can be bolted back together with 

12 - ⅜” standard bolt, nut, and washers. 
• Hoods may be chained or wired in 8 spots. Must only choose one method. 
• If using chain or wire you are allowed one double strand of 9 wire or 3/16” chain and 

may use a standard 1” washer welded to keep sheet metal from ripping. 

Window Bars 

• The front windshield must have a wire, chain, or welded in 1 spot. Front and rear windshield 
wire, chain, or steel must not attach or go beyond more than 6” from the bottom of the 
windshield opening. One double strand of 9 wire or 3/16” chain and may use a standard 1” 
washer welded to keep sheet metal from ripping. If welding,  a maximum of 2”x 2” steel 
tubing or 3” wide flat plate. No rear window bar on wagons. 

• If you cut out the center of your firewall you are not permitted to cap the ends or brace. 

CAGE 

• A 4-point cage with a halo bar is highly recommended but is optional. Center bars are 
allowed. Cage size must not exceed 6”x6” total diameter or the equivalent of this 
dimension. 

• Cage material cannot run through the doors 
• All cage material must be 5” off all floor sheet metal, no exceptions. 
• Dash bar must be 5” off the firewall and 5” off the trans tunnel. Rear seat bar may not be any 

farther back then where the rear kick panel meets the floor (where the front of the back seat 
would be located) 

• Side bars may be a maximum of 62” long and must also remain 5” away from the fire wall 
and 5” from all floor sheet metal. 

• Halo bars are allowed, must be straight up and down and connect to the rear seat or side 
bars. It may be connected to the roof in two spots. Attachment points may be 

• 2”x2”x6” long angle with a ½” bolt and standard washer and nut only. 
• Fuel cell protector must be no wider than 32”. It may touch the package tray but cannot 

attach in any way. If your car does not have a package tray you must keep your fuel cell 
protector in front of the rear axle. You may run a kicker to either the side bar or backseat bar 
for more support. The top of the fuel cell protector/halo must not be any higher than the 
speaker deck on sedans and 15” from roof top on wagons. From this halo you may run one 
kicker on each side to rooftop halo vertical up rights. 

• Four vertical down bars permitted from side bar to the top of the frame, 2 per side. No larger 
than 2”x2” steel tubing. These down bars must be mounted straight up and down between 
front interior door seams. 
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DRIVETRAIN 

Engine 

• May run any engine and transmission combination 
• Lower engine cradles with front plates are allowed. These are allowed only to protect your 

engine investment and not strengthen your car in any way. 
• Lower engine cradle must not go past the back of the headers or cylinder heads. Pulley 

protectors must be a maximum of 14” wide and cannot come into contact with any frame or 
crossmember. No fix it plates are allowed to attach to the cradle in any way. 

• No distributor protectors, coil pack protectors, carb halo, header protectors or mid plates 
allowed 

• If not running a lower engine cradle you be allowed 4 - ⅜” chains. Two links may be welded 
to frame; all other links are to be free floating. 

• Engine mounts must be stock or can be aftermarket but must have some type of rubber or 
poly bushing. 

• Engine mount pad 8”x8”x¼” maximum and must remain at least 1” away from frame rails 
• 2003 and newer FORD must run the factory aluminum cradle. Aftermarket or homemade 

engine crossmembers are allowed, ¼” maximum thickness. In the bottom of the cradle, it’s 
allowed to attach with one bolt through each aluminum tower ½” bolts with 3”x3”x¼” 
washers. These must remain inside the frame rails and not touch or attach to 

• the frame. No other attachment points and must remain ½” off the side frame rail. Repair 
plates may not be used to tie cradles into the frame rails either. 

Transmission 

• Stock transmission cases only. Allowed an aftermarket aluminum bell. If you do not have an 
aftermarket bell you may weld 2 - 2”x ¼” aluminum strips on your factory bell. This strap 
must remain in front of the transmission pump. 

• You must run the transmission crossmember in the stock location on transmission. The 
transmission crossmember is the only method which the transmission may be tied in. 

• You may use any factory crossmember, or it can be replaced with up to a 2”x2” piece of 
steel. The transmission crossmember must be one piece and must be straight from side to 
side. No arched crossmembers. 

• If you are not using the stock crossmember mounting bracket, then you must remove and 
can replace with a piece of angle where needed. Maximum of 2”x2”x8” long piece of angle 
iron no thicker than ¼” and must mount to the side of the frame to support the 
crossmember. 

• Cars that have frame extensions need to stay 1” off all sides of the crossmember. The 
transmission crossmember and supporting angle iron cannot tie into or run under the frame 
extensions on the Cadillacs. 

• No steel bells, transmission braces, transmission protectors or cradles 
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• Aftermarket parts must adhere to all rules previously mentioned above and must not be 
used to strengthen cars in any way. Most of these should be simple bolt in parts. 

• Any metal fuel cells or boat tanks permitted. If it's a plastic tank it must be in some type of 
metal structure. It must be safely secured, if we feel any part of the fuel system is unsafe 
you will fix issues until it’s deemed safe. 

• Transmission or oil coolers permitted but must be mounted in the driver’s compartment. 
• Stock and aftermarket hoses are allowed. Be sure they are secured and properly installed. 
• Headers, battery boxes, switch boxes, electric fuel pumps allowed 
• Stock or aftermarket shifters, pedals, and slider driveshafts allowed 
• Stock or pinion brake systems allowed 
• Stock or aftermarket aluminum radiators allowed, no homemade radiators. Looping 

radiator hoses are allowed but the use of steel tubing is not to be welded to or used to 
strengthen the car in any way. Both methods must only be mounted in two spots and 
secured in the stock location of core support. 

• Factory A/C condenser or maximum of ⅛” flat one-piece metal may be installed on core 
support in front of radiator. Mount using 4 - 1” welds or 4 - ⅜” standard bolts, nuts, and 
washers. Must stay between core support mounts and cannot touch the bumper. 

• Any wheel and tire combo permitted, maximum 16”. Must have started as a factory rim. 
• May run bead locks, lip protectors, full centers, valve stem protectors, etc. AFTERMARKET 

AND/OR BOLT ONs 

 

 

 


